
INSTALLATION
INSTRUCTIONS

VERTICAL BLINDS
HEADRAIL

The headrail mechanism is self-lubricating. Occasional

spraying with silicone based fluid such as a proprietary

brand of furniture polish will maintain easy operation.

Vertical blinds are easy to clean and maintain.

FABRIC

Vertical blinds require only periodic dusting or vacuuming to

keep them looking new. Do not wash or dry clean fabric vertical

blinds. Ammonia cleaners should not be used on or near fabrics.

VINYL AND ALUMINUM

Vertical blinds can be wiped clean with a damp cloth or

sponge. Leaving a very thin film of detergent on each vertical

vane will reduce buildup of static electricity.

CARE AND MAINTENANCE

Rev. 03.2005 K2203

1. Mark mounting clip locations between
2" to 3"from each end of the headrail.
Evenly space intermediate clip locations
between end clips at 30" intervals.

2. Center headrail underneath mounting clips.
3. Tilt headrail and insert into the front ledge

of the mounting clips. Pull forward and roll
headrail toward rear of blind and
snap into place.

4. To remove, locate rear
tab on mounting clip.
(See Figure A)

5. Push up on rear tab of
mounting clip to
release headrail.

INSIDE MOUNT

1. Mount “L” brackets 2" to 4" from each end of headrail.
Evenly space intermediate
brackets between end
brackets at 30"
intervals.
(See Figure B)

2. Adjust mounting brackets to
allow 1/2" clearance between
louver and wall.
(i.e. 2 1/4" for 3 1/2" louvers)

3. Center headrail underneath
mounting clips.

4. Tilt headrail and insert into
the front ledge of the
mounting clips. Pull forward
and roll headrail toward rear
of blind and snap into place.
(See Figure C)

OUTSIDE MOUNT

1. Determine desired light/view direction from the customer.
(See Figure D)

2. Rotate louver
hooks so the slot
between the long
and the short
prong is facing
you.

3. Push louver into
hook until it
“snaps” into
place.

If fabric free hanging vanes are slightly too long or too short,
the adjustable fabric hanger can easily be altered to account
for this.

ATTACHING LOUVERSTHE IMPERIAL HEADRAIL SYSTEM

FIGURE C

FIGURE A

FIGURE B

STANDARD HOLE

1. Insert the front edge of the
valance mounting bracket under
the lip of the lower edge of the
valance.  

2. Using your thumb, press down
and rotate the swivel lock
mechanism.  Ensure that the
lower tab on the bracket slips
under the lip of the upper
valance trim edge.  

3. Slide the top of the valance
mounting bracket into the valance hanger opening.

CROWNING IMPRESSIONS

VALANCE INSTALLATION

1. Gently open louver hook by
inserting a credit card size piece
of rigid plastic between vane and
the long prong of the louver
hook. (See Figure E)

2. Gently remove louver.

REMOVING LOUVERS

FIGURE E

Swivel Lock
Mechanism

FIGURE D

TOP DOWN VIEW

FIGURE J



DUST COVER VALANCE ASSEMBLY

DUST COVER VALANCE INSTALLATION

CLOSED SQUARE CORNER

• Cut fabric insert 1" longer than valance at each end.
• Position fabric and wrap excess around ends.
• Hold fabric into place with closed corner.
• Cut fabric flush with end of return groover.
• Repeat on returns and insert a valance return clip.
Note: Cut PVC flush with end of return and secure with
valance return clip. For fabric, wrap around back of return and
secure with valance return clip.

Valance

Closed Corner

Slide Fabric into
Groover and Insert
Valance Return Clip
to Secure Fabric

Wrap Fabric Around
End of Groover

Slide Fabric into
Valance. Leave 1"
Extra and Roll Around
to Inside As Shown

Valance
Return
Clip

Now Slide Complete Unit
into Valance Hangers

Slide Groover
into Corner

Slide Valance
into Carrier

OPEN SQUARE CORNER

• Cut fabric long enough to wrap around corner and cover
the entire return plus at least 1" excess.

• Position open corner and valance returns.
• Position fabric, wrap over open corner and return.
• Trim excess fabric at wall end of valance return.

Slide Fabric into
Groover and Insert
Valance Return Clip
to Secure Fabric

Valance
Return
Clip

Slide
Complete
Unit into
Valance
Hangers

Fabric

Feed Fabric Through
Valance and Corner
to Valance Return

Slide Valance and
Groover into Opposite
Sides of Open Corner

Valance

Open Corner

Fabric

A. CEILING MOUNT OPTION

1. Follow Inside Mount directions
2. Mark drill holes 3" from each end of valance and evenly

space intermediate drill holes between the end holes at 30"
intervals. Note: Inside surface of the valance has three
parallel lines; align drill holes with center line.

3. Hold valance in position and drill through valance and
into ceiling.

4. Insert screw through mounting clip and tighten valance
against ceiling into finished mounting position.
(See Figure F)

5. Center headrail underneath mounting clips.
6. Tilt headrail and insert into the front ledge of the

mounting clips. Pull forward and roll headrail toward rear
of blind and snap into place.

FIGURE F

Valance
(Optional)
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ROUND CORNER

Note: Cut PVC flush with end of return and secure with
valance return clip. For fabric, wrap around back of return
and secure with valance return clip.

Use a 1/2" (#4) Screw to
Secure the Valance Return
to the Valance Dust Cover

Trim Excess Insert Material

Valance
Return
Clip

Cut Valance Insert Material
8" Longer Than the Length
of the Valance and Install Install Molded Valance

Corner into Valance and Slide

Slide the Valance Returns onto the
Valance Insert, Rotate the Return
Upward and Lock into Place

4. Hold cord taut with cord tensioning device in extended
position and insert screws.

5. Rotate and release cord tensioning post.

CORD ADJUSTMENT

To reduce cord length on Side Draw:
1. Place blind in open position.
2. Locate cord knot in front of lead carrier.
3. Loosen adjusting screw.
4. Pull cord to desired length.
5. Tie knot and then cut excess cord.
6. Tighten adjusting screw.

To reduce cord length on Center Draw:
1. Place blind in closed position.
2. Locate cord ends in front of lead carrier.
3. Loosen adjusting screw.
4. Select cord knot that adjust cord length only; If carrier

movement is observed select other cord. Caution—cutting
wrong cord will cause irreparable damage.

5. Pull cord to desired length.
6. Tie knot and then cut excess cord.
7. Tighten adjusting screw.

Side Draw Carriers 
in Open Position

B. WALL MOUNT OPTION

1. Follow Outside Mount directions
2. Snap on a valance hanger next to each “L” bracket.

(See Figure G)
3. Center valance in relation to the headrail and slide into

valance hanger.

FIGURE G

Valance
(Optional)

Valance
Hanger

“L” Bracket

Center Draw Carriers 
in Closed Position

CORD TENSIONER AND CORD LENGTH
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CORD TENSIONING

1. Establish preferred mounting location. If cord adjustment is
required see instructions below.

2. Fully extend tensioning device, rotate post 45° and lock
into extended position.

3. Locate mounting position.

Version 1
Sill Mount

Version 2
Jamb Mount

Version 3
Wall Mount

Use wall
anchors 
to hold

mounting
screws in

place.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


